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Load Cell for Wirerope 500kgf ~ 10tf
Feature Safety Chain

* Tension of Wirerope
* Nickel Plated Steel

STANDARD
CABLE LENGTH

10M

CABLE COLOR CODE

EXC + (RED)
EXC - (WHITE)

SIG - (BLUE, BLACK)

B |

]

Capacity tf 500kgf, 1.5tf, 4tf, 8tf, 10tf

Rated Output mV/V 1.0 Nominal

Zero Balance mV/V 0.0+ 0.1

Combined Error % 2.0

Repeatability % 1.0

Creep (30min) % 1.0

Temperature Effect on

Zero Value % [°C 0.1

Output Value % /°C 0.2

Excitation

Recommended V 10

Maximum \% 15

Resistance

Input Q 400 * 50

Output Q 350 +3.5

Insulation MQ >2,000 @50V DC

Compensated Temp Range °C -10 ~ +40

Operating Temp Range °C -20~+80

Model Capacity A B [ D E F (wire rope) G
SWL100-500kgf 500kgf
SWL100—1tf 1t 145 60 60 20 15.5 J6~8 34
SWL100-1.5tf 1.5tf 167 70 70 22 21 10~ 4 42
SWL100—-4tf 4tf 215 90 90 25 35 18~ 28 62
SWL100-8tf 8t 250 100 100 35 45 25~35.5 80
SWL100-10tf 10tf
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WEIGHING SOLUTION




