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Single Point Load Cell 600gf~1tf

AB 120, 130, 140

Feature

* Material : Aluminium
* Protection Class IP65
= Off Center Compensated

a
|

ILOAD CELL

—
i AB120C AB120 AB130 AB140
EETICEGERAGHE) kgt /tf 6009f, 1, 2, 3kgf | 3, 5, 10, 15, 20, 30, 50kgf | 30, 50, 60, 100, 150, 300kgf | 500kgf, 1tf
Rated Output (R.O) mV/V 1.0+ 10% 2.0+10%
Zero Balance mV/V 0+0.1
Combined Error % 0.03
Repeatability % 0.01
Creep (30min) % 0.03
Temperature Effect on
Zero Value % °C 0.028 0.03
Output Value % °C 0.014 0.02
Excitation
Recommended \% 10
Maximum \Y 15
Resistance
Input Q 400 + 20 400 + 30
Output Q 350+ 3.5
Insulation MQ >2,000
Compensated Temp Range °C -10 ~ +40
Operating Temp Range °C -20 ~ +80 -30 ~ +80
Physical Weight kg 0.3 1.5 2.5
» Dimensions AB120C-600gf~3kgf ™ Dimensions AB120-3~50kgf > Dimensions AB130-30~300kgf > Dimensions AB140-500ksf, it GAS;fENDARLENgTH
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WEIGHING SOLUTION



